SPIROL

GROUND HOLLOW DOWELS

Design-in SPIROL’s Series GD100

Ground Hollow Dowels for Precision /I :

Alignment and Substantial Cost Savings

SPIROL Ground Hollow Dowels are designed to iH
N

Dowels per ISO 8734. They are used where centerline

be direct replacements for standard Ground Solid =
|
tolerancing and precision alignment are required. [ ]

—— L025 — 1.6u MAX
* Precision ground outside diameters maintain
critical alignment within 20um.

* A 1.6um surface finish and well-defined
chamfers preventshaving or scraping during
installation.

» The roll-formed design yields substantial

(25°TYP) cost savings over Solid Dowels.
TECHNICAL SPECIFICATIONS * The hO”OW feature offers weight savings
over Solid Dowels and clearance for bolts,
STANDARD MATERIAL STANDARD FINISH fluids, or gases.
F Low Carbon Steel K Plain, Oiled
WALL RECOMMENDED @ HOLE SIZE' | RECOMMENDED @ HOLE SIZE2
NOMINAL ©0D (mé) THICKNESS | 2B (M7) (H7)
DIAMETER MAX.
MIN. MAX. T MIN. MAX. MIN. MAX.
6 6.004 6.012 0.9 5.80 5.988 6.000 6.000 6.012
8 8.006 8.015 1.2 7.80 7.985 8.000 8.000 8.015
10 10.006 10.015 1.6 9.75 9.985 10.000 10.000 10.015
12 12.007 12.018 1.8 11.75 11.982 12.000 12.000 12.018
16 16.007 16.018 2.2 15.70 15.982 16.000 16.000 16.018
NOMINAL LENGTH ' Maximum recommended interference fit for primary
DIAMETER 6 8 10 12 15 20 25 30 retention of Dowel.
6 2 Recommended transitional fit in mating component.
8 » All dimensions in millimeters.
10 T refers to strip thickness prior to forming & grinding.
12 » Refer to ISO 286 for dimensional and fit specifications.
16 » Special lengths and sizes available upon request.

To Order: GHDL, Nominal Dowel Size x Length, Material, Finish, Series

Example: GHDL 8 x 15 FK GD100 o




APPLICATION Technical Centers
E N G I N E E RI N G Americas SPIROL International Corporation

Connecticut, USA
+1 860 774 8571
info@spirol.com

SPIROL Shim Division
Ohio, USA

+1 330920 3655
info@spirol.com

SPIROL Canada
Windsor, Ontario
+1519974 3334
info-ca@spirol.com

SPIROL Mexico
Apodaca, Nuevo Leén
+52 81 83854390
info-mx@spirol.com

SPIROL Brazil
Indaiatuba, Sdo Paulo
+5519 3936 2701
info-br@spirol.com

Europe SPIROL United Kingdom
An OEM was using a 16mm OD Ground Solid Dowel to locate the S:;*J()g)’\:%ggarﬁégggland
transmission to the back of the engine. This particular application info-uk@spirol.com

was more demanding than most due to the weight of the two

components to be aligned and the method of joining them together. SPIROL Ford
. . South Shields, Tyne & Wear, England
The customer approached SPIROL for cost-reduction suggestions. +44 (0) 1914 540141

contactus@ford-engineering.com
SPIROL's Series GD100 Ground Hollow Dowels offered a

perfect solution for this application. The standard M16 diameter fit SPIROL France

Saint-Léonard

the existing hole size and was easily incorporated into the assembly +33(0) 326 36 31 42
equipment and fixtures without modification. The customer was info-fr@spirol.com
able tp attain a ?)O% co§t savings, gnd the function of the assembly SPIROL Germany
remained consistent with the previous product. Miinich

+49 (0) 894 111905 71
info-de@spirol.com

SPIROL Spain
Barcelona

+34 9327164 28
info-ib@spirol.com

SPIROL Czech Republic
Tuchoméfice

+420226 218 935
info-cz@spirol.com

SPIROL Poland
Warsaw

+48 510 039 345
info-pl@spirol.com

Asia SPIROL China

Pacific Shanghai
+86 (0) 21 5046-1451
info-cn@spirol.com

SPIROL Malaysia

o . Iskandar Puteri, Johor
Please refer to wvw.SPIROL.com for current specifications and standard product offerings. +60 77 063 960
info-my@spirol.com

SPIROL offers complimentary Application Engineering support! We will assist on SPIROL Korea
new designs as well as help resolve issues, and recommend cost savings on existing Seoul, South Korea

) o o . . . +82(0) 10 9429 1451
designs. Let us help by visiting Application Engineering Services on SPIROL.com. info-kr@spirol.com
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